LS-2-Phase 23HS(1.8°)

Electrical Specifications

Leaner Hybrid Stepping Motor

T Step Motor Rated Phase Phase Holding Detent Rotqr and Mqtcr
Model Al;\gle Length | Current | Resistance | Inductance Torque_ Torque Inertia Wire Weight
) (mm) (A) Q) (mH) (N.cm Min) (N.cm Max) (g.cm?) (No.) (9)
23HS0408 1.8 41 20 1.2 25 55 25 150 4 470
23HS4425 1.8 45 25 1.0 22 80 28 190 4 520
23HS5425 | 1.8 51 25 1.2 32 110 28 190 4 520
23HS6403 1.8 56 25 1.3 4.2 110 3.5 280 4 680
23HS7425 | 1.8 64 25 1.5 45 150 5.0 380 4 850
23HsS8425 | 1.8 76 25 1.8 6.5 180 6.0 440 4 1050
23HS8404 | 1.8 76 4.2 0.6 1.8 180 6.0 440 4 1050
23HS1404 1.8 100 3.0 1.4 55 250 10 680 4 1250
* Note: We can also customize according to customer's requirements.

Mechanical Dimensions
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: : Screw Step Screw
e Diameter Length Lead
1 Tr8 0.04 8
0.0127 2.54
2 Tr9.53 0.0254 5.08
0.0508 10.16

* Shaft length can be custom-made.
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