


LKA SERIES
AXIAL FLOW FAN

Low noise static pressure, efficient energy-saving, long service life, customizable
all metal, high temperature resistance, high speed (EC), high IP rating, suitable
forvarious industrial applications.




LKAO8025/08038 S UNRINY LINKWELL

LKAO8025 80x80x25mm

Motor structure: Shaded pole motor Material: Fan blade: PBT, 7 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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Bearin Air ]
type 9 Voltage Freq | Current | Power | Speed Volume | Noise
(V) (Hz) (A) (W) (RPM) (mh) (dB)
LKA08025-115 Ball 100/125 | 50/60 | 0.12 12/11 | 2500/2800 | 28/30.9 26/28
LKA08025-230 Ball 200/240 | 50/60 | 0.07 12/11 | 2500/2800 | 28/30.9 26/28
LKAO8038 80x80x38mm

Motor structure: Shaded pole motor Material: Fan blade: PBT, 7 impeller

Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings

Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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V) (Hz) (A) (w) (RPM) (m*h) (dB)
LKA08038.115 Ball 100/125 50/60 |0.16/0.14| 13/12 | 2300/2500 | 47.6/56.1 28/32
LKA08038.230 Ball 200/240 50/60 |0.09/0.08| 13/12 | 2300/2500 | 47.6/56.1 28/32
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By RUWIII LKA09225/11025

92x92x25mm LKAQ09225

Motor structure: Shaded pole motor Material: Fan blade: PBT, 5impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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Inlet Outlet

Bearing Air :

ype Voltage Freq | Current | Power | Speed Volume | Noise

(V) (Hz) (A) (W) (RPM) (mh) (dB)

LKA09225.115 Ball 100/125 50/60 |0.12/0.11] 12/11 | 2350/2700 51/63 34/36

LKA09225.230 Ball 200/240 50/60 10.07/0.06| 12/11 | 2350/2700 51/63 34/36

110x110x25mm LKA11025
Motor structure: Shaded pole motor Material: Fan blade: PBT, 5 impeller

Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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B%?Sgg Voltage Freq | Current | Power | Speed Voﬁji:ne Noise

(v) (Hz) (A) (W) (RPM) (mh) (dB)

LKA11025.115 Ball 100/125 50/60 10.12/0.11] 12/11 | 2000/2200 | 102/120 36/38
LKA11025.230 Ball 200/240 50/60 10.07/0.06] 12/11 | 2000/2200 | 102/120 36/38
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LKAT2025/12038-5 SFNTYRTYY

LKA12025 120x120x25mm

LINKWELL®
ELECTRIC

Motor structure: Shaded pole motor

Insulation level: Class A

DIMENSION (mm)

Material: Fan blade: PBT, 5impeller

Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings

Motor life: 50000 hours

Y
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P42 s C€ @ P \ 105205 |
120+0.5
Bearing
Voltage
type .
(V)
LKA12025.115 Ball 100/125
LKA12025.230 Ball 200/240

LKA12038-5 120x120x38mm

Air
Volume

Freq | Current | Power | Speed

(Hz) (A) (W) (RPM) (m3¥h) (dB)
50/60 10.12/0.11] 12/11 | 1800/2000 | 115/129 39/41
50/60 10.07/0.06] 12/11 | 1800/2000 | 115/129 39/41

Motor structure: Shaded pole motor

Insulation level: Class A

DIMENSION (mm)

Material: Fan blade: PBT, 5 impeller

Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings

Motor life: 50000 hours
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120+0.5
Bearing
Vol
type oltage
(v)
LKA12038.115-5 Ball 100/125
LKA12038.230-5 Ball 200/240

128

38+0.5

Freq | Current| Power | Speed Voﬁji:ne Noise
(Hz) (A) (W) (RPM) (m3h) (dB)

50/60 0.24 19/18 | 2600/2900 | 130.9/139.4 | 42/44
50/60 0.12 19/18 | 2600/2900 | 130.9/139.4 | 42/44




LINKWELL IR A LKA12038:7/13538

120x120x38mm LKA12038-7

Motor structure: Shaded pole motor Material: Fan blade: PBT, 7 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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m B%EI’SQQ Voltage | Freq | Current| Power | Speed Voﬁji:ne Noise

(v) (Hz) (A) (W) (RPM) (m%h) (dB)
LKA12038.115-7 Ball 100/125 50/60 10.24/0.22| 19/18 | 2500/2700 | 136/149.6 | 44/46
LKA12038.230-7 Ball 200/240 50/60 [0.12/0.11| 19/18 | 2500/2700 | 136/149.6 | 44/46

135x135x38mm LKA13538

Motor structure: Shaded pole motor Material: Fan blade: PBT, 5 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings

__,_; © l7
' - Wl 4
Insulation level: Class A Motor life: 50000 hours /\ 1 i

DIMENSION (mm)

MODEL: LKA13538

LINKWELL
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Bearing | \oitage | Freq | Current| Power | Speed al Noise
type 9 Volume
(v) (Hz) (A) (W) (RPM) (m3/h) (dB)
LKA13538.115 Ball 100/125 50/60 |0.24/0.22| 20/18 | 2600/2800 192/233 45/47
LKA13538.230 Ball 200/240 50/60 |0.12/0.11 20/18 | 2600/2800 192/233 45/47
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LKA15051-5/15051-7 JFSRINRIAY
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LKA15051-5 150x150x51mm

LINKWELL®
ELECTRIC

Motor structure: Shaded pole motor
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz
Insulation level: Class A

DIMENSION (mm)

Material: Fan blade: PBT, 5 impeller
Bearings: Ball bearings
Motor life: 50000 hours

39
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Bearing Voltage Freq
type g

(V) (Hz)
LKA15051.115-5 Ball 100/125 50/60
LKA15051.230-5 Ball 200/240 50/60

LKA15051-7 150x150x51mm

—=—51.5£0.5—=
[l @
il
il 1H
Current | Power | Speed Air Noise
P Volume
(A) (W) (RPM) (m3/h) (dB)
0.45/0.42| 30/28 | 2700/3000 2551272 55
0.24/0.22| 30/28 | 2700/3000 2551272 55

Motor structure: Shaded pole motor
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz
Insulation level: Class A

—————
P
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N o

DIMENSION (mm)

Material: Fan blade: PBT, 7 impeller
Bearings: Ball bearings
Motor life: 50000 hours

KWELL
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150+0.3
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150+0.3
122+0.3
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P42 C€

B‘i;ggg Voltage | Freq

(V) (Hz)

LKA15051.115:7 | Ball 100125 | 50/60
LKA15051.230-7 Ball 200/240 50/60

51.50+0.3 M5
THRU(B)HOLES‘
w1 L —3
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Current | Power | Speed Voﬁji:n e | Noise
(A) (W) (RPM) (m%h) (dB)
0.45/0.42| 32/30 | 2500/2600 | 297.5/314.5 56
0.24/0.22| 32/30 | 2500/2600 | 297.5/314.5 56




LINKWELL®
ELECTRIC AXIAL FAN

172x150x51Tmm LKA17251-5

Motor structure: Shaded pole motor Material: Fan blade: PBT, 5 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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Bearin Air f
m typeg Voltage | Freq | Current | Power | Speed Volume | Noise

V) (Hz) (A) (W) (RPM) (m?h) (dB)
LKA17251.115-5 Ball 100/125 50/60 |0.45/0.42| 30/28 | 2700/3000 | 255/272 53/59
LKA17251.230-5 Ball 200/240 50/60 [0.24/0.22| 30/28 | 2700/3000 | 255/272 53/59

Motor structure: Shaded pole motor Material: Fan blade: PBT, 7 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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Bearing | 4 1tage Freq | Current | Power | Speed L Noise
type g Volume
(v) (Hz) (A) (W) (RPM) (m%h) (dB)
LKA17251.115-7 Ball 100/125 50/60 |0.45/0.42| 38/36 | 2500/2600 | 297.5/314.5 | 54/58
LKA17251.230-7 Ball 200/240 50/60 |0.24/0.22| 38/36 | 2500/2600 | 297.5/314.5 | 54/58
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LINKWELL®

LKA17255/18060 NINRTNY

LKA17255 172x162x55mm

ELECTRIC

Motor structure: Shaded pole motor

Insulation level: Class A

DIMENSION (mm)

Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz

Material: Fan blade: Cold rolled plate, 7 impeller
Bearings: Ball bearings
Motor life: 50000 hours

17221
16210.5

(€ ©

P42 s

LKA17255.115 Ball

LKA17255.230 Ball

LKA18060 180x180x60mm

Voltage

(V)
100/125
2007240

5505

:
|

g \
e ,
Air ;
Freq | Current | Power | Speed Volume | Noise
(Hz) (A) (W) (RPM) (m3h) (dB)
50/60 10.45/0.42| 32/36 | 2600/3000 325/380 53/55
50/60 10.24/0.22| 32/36 | 2600/3000 325/380 53/55

Motor structure: Shaded pole motor

Insulation level: Class A

DIMENSION (mm)

Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz

Material: Fan blade: PBT, 5 impeller
Bearings: Ball bearings
Motor life: 50000 hours
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Bearing

type

LKA18060.115 Ball

LKA18060.230 Ball

132

Voltage

(V)
100/125
2007240

60.5+0.5

3

=3
Air :
Freq | Current| Power | Speed Volume | Noise
(Hz) (A) (W) (RPM) (m3h) (dB)
50/60 |0.54/0.52| 42/40 | 2700/3000 | 476/510 61/64
50/60 {0.35/0.32| 42/40 | 2700/3000 | 476/510 61/64




) ks RO LKA20060/20572

202x202x60mm LKA20060

Motor structure: Shaded pole motor Material: Fan blade: PBT, 5 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours

DIMENSION (mm)
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Bearin Air -
typeg Voltage | Freq | Current| Power | Speed | y it | Noise
(V) (Hz) (A) (W) (RPM) (m?h) (dB)
LKA20060.115 Ball 100/125 50/60 10.60/0.58| 45/42 | 2600/2700 595/648 63/65
LKA20060.230 Ball 200/240 | 50/60 [0.35/0.32| 45/42 | 2600/2700 | 595/648 63/65
205x205x72mm LKA20572
Motor structure: Shaded pole motor Material: Fan blade: PBT, 7 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours
DIMENSION (mm)
206=0.5
M5

HTTH / THRU(B)HOLES
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x
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5.05 5.05
I Inlet/Outlet
72

Bearing |y itage | Freq | Current| Power | Speed ol Noise

type 9 Volume
(V) (Hz) (A) (W) (RPM) (m?h) (dB)
LKA20572.115 Ball 100/125 50/60 |0.60/0.70| 60/80 | 2800/3200 | 1071/1156 | 67/69
LKA20572.230 Ball 200/240 50/60 |0.30/0.40, 60/80 | 2800/3200 | 1071/1156 | 67/69
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LKA22060/22580 N<INRINY

LINKWELL®

ELECTRIC
LKA22060 220x60mm
Motor structure: Shaded pole motor Material: Fan blade: PBT, 5 impeller
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz Bearings: Ball bearings
Insulation level: Class A Motor life: 50000 hours
DIMENSION (mm)
g:&é‘g; 9212205
2106205 505205 _ D10620.5
- _ p g a—
|
3 g/ )
: il‘)"u g7 + TN
9 J»@\{;" ) S \\\ ’L\eil
s I\ \ ¥ o
o 30 +65 /
P42 s CE€ &8 | . 7
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Bearing | yijage | Freq | Current| Power | Speed el Noise
type 9 Volume
(V) (Hz) (A) (W) (RPM) (m?h) (dB)
LKA22060.115 Ball 100/125 50/60 0.58 45/42 | 2600/2700 544/561 63/65
LKA22060.230 Ball 200/240 | 50/60 (0.35/0.32| 45/42 | 2600/2700 | 544/561 63165

LKA22580 225x225x80mm

-30 +65
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(€ ©@

P42 ‘s
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Motor structure: Shaded pole motor
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz

Insulation level: Class A

DIMENSION (mm)

Material: Fan blade: Cold rolled plate, 9 impeller

Bearings: Ball bearings
Motor life: 50000 hours

Bearing
type
LKA22580.115 Ball
LKA22580.230 Ball

Voltage

(v)
100/125
200/240

Freq

(Hz)
50/60
50/60

Current

(A)
0.45/0.50
0.30/0.35

Speed Voﬁji:ne
(RPM) (m3/h)
2600/2800 | 850/926.5
2600/2800 | 850/926.5

- 170
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o
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LINKWELL®
ELECTRIC

INVARIVE LKA25489/28080

254x89mm LKA25489

Motor structure: Cage motor
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz
Insulation level: Class A

DIMENSION (mm)

Material: Fan blade: PBT, 3 impeller
Bearings: Ball bearings
Motor life: 50000 hours

320+ T
10- 7.5
(THICK 0.5)
UL 1015#20AWG T
/z\ 16-04.5
®245.5+0.5
$245.5+05 89+0.5
Bearing Voltage Freq
type
(V) (Hz)
LKA25489.115 Ball 100/125 50/60
LKA25489.230 Ball 200/240 50/60

ERMINAL TYPE

P22 (€ s
Current | Power | Speed Voﬁji:ne Noise
(A) (W) (RPM) (m3h) (dB)
0.8 50/52 | 2500/2600 816/880 68
0.4 50/52 | 2500/2600 | 816/880 68

280x280x80mm LKA28080

Motor structure: Cage motor
Dielectric strength: AC 1500V, at 0.5mA, 50/60Hz
Insulation level: Class A

DIMENSION (mm)

Material: Fan blade: Cold rolled plate, 7 impeller
Bearings: Ball bearings
Motor life: 50000 hours

B?;‘Sgg Voltage | Freq

(V) (Hz)

LKA28080.115 Ball 100/125 50/60
LKA28080.230 Ball 200/240 50/60

h_ i 4965

- NN

H &
I 1 o -30 +65
- P42 s CE€ el
N - 208
Current | Power | Speed i Noise
Volume

(A) (W) (RPM) (m3/h) (dB)
1.00/1.10 | 110/150 | 2550/2700 | 1785/1870 | 69/71
0.55/0.65 | 110/150 | 2550/2700 | 1785/1870 | 69/71
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IKE SERIES
/ ECAXIALZFANS

-

Insuation:Class B /

Material:Impeller & Frame: Plastic (UL94V-0)

Lead Wire:UL Type /

Operation Temperature:-10-70°C,35-85%RH

Storage Temperature:-40°C-80°C,35%-85%RH

IP68 / PWM / FG&RD /Thermal control / Autoresart / Slow starupAvailable Features:
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LINKWELL®
ELECTRIC EC FAN

60x60x25mm LKE6025

Bearings: Ball bearings Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 85g

DIMENSION (mm)

25.0£0.5 60.0£0.5

Rotation
¥
50.0+£0.3
60.0+0.5

eI UK — 10 +70
P68 can C€ BE g

et t-osas03
V%?ttgge Crfja;trgﬂt Power | Speed Preélsrure Voﬁjl:ne Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE6025HB 115/230 0.09/0.06 6 8000 311 16.2 47.6
LKE6025MB 115/230 0.05/0.03 4 6000 224 8.5 37.7
LKE6025LB 115/230 0.03/0.02 2 4000 154 40 27.9
70x70x25mm LKE7025
Bearings: Ball bearings Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 70g
DIMENSION (mm)
brsi0s
e
O ‘
U s
AirFlow E— upTO UK —
. ' P68 can C€ BE g
Vlz)?ttgge CR:Jartrgﬂt Power | Speed Prels\lsrure Vom:ne Noise
(V) (A) (W) (RPM) (CFMm) (mmH20) (dB)
LKE7025HX 115/230 0.10/0.05 4 3500 323 40 33
LKE7025MX 115/230 0.08/0.04 3 3000 28.3 3.1 28
LKE7025LX 115/230 0.06/0.03 2 2500 236 22 24
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LKE8025/8038 Ao LINKWELL

LKE8025 80x80x25mm

Bearings: Ball bearings Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 76g

DIMENSION (mm)

2203 80,005
2-4.3+03 715203

J

I
D
?A

71540.3
80.0%0.5

Rotation
—

ah
4

UPTO = -10 +70
IP6s &5 C€ BB ! =1 & o
—_— 8-94.340.3,
Air Flow
Rated Rated Air Air .
Voltage Current | Power | Speed | proccire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE8025HB 115/230 0.10/0.05 5 3200 39.1 39 34
LKE8025MX 115/230 0.08/0.04 4 2800 34.2 3.0 28
LKE8025LX 115/230 0.06/0.03 3 2400 29.8 24 23
LKEB038 80x80x38mm
Bearings: Ball bearings Material: Impeller & Frame: Plastic (UL94-V/0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 140g
DIMENSION (mm)
38.0£0.5 80.0£0.5
71.5£0.3
]
— = )
N 8
] i
—> 8-04.40.3
UpPTO UK oS 10 +70 Air Flow
|P68 cAa C E et &“C&
Rated Rated Air Air .
Voltage Curent | Fower | Speed | pocsire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE8038HX 115/230 0.12/0.06 6 3500 43.8 6.2 42
LKE8038MX 115/230 0.08/0.04 4 3000 374 4.6 37
LKE8038LX 115/230 0.06/0.03 3 2500 314 33 32
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LINKWELL®
ELECTRIC

T3V R LKE9225/9238

92x92x25mm LKE9225

Bearings: Sleeve or ball bearing
Lead Wire: UL Type
Insulation level: Class B

DIMENSION (mm)

Material: Impeller & Frame: Plastic (UL94-V0)
Working temperature: -10~70°C
Weight: 85g

f\’—rf
_ UPTO UK -10 +70
== |P68 CcA ( € M &DC&
AirFlOW B8-04.4%0.3,
Rated Rated Air Air .
Voltage Current | Power | Speed | praccire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE9225HB 115/230 0.12/0.06 6 2800 49.0 2.7 33
LKE9225MX 115/230 0.10/0.05 5 2500 447 22 30
LKE9225LX 115/230 0.06/0.03 3 2000 36.2 15 25
92x92x38mm LKE9238
Bearings: Ball bearings Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 175¢g
DIMENSION (mm)
38.0£0.5 92.0+0.5
2-4.040.3 I B82.5+0.3 i
[ @ &t
T @ A
m 8-94.4+03
UPTO UK -10 +70
. e R . |P68 cAa ( € o &“E&
Rate ate ir ir .
m Voltage Current | Power | Speed | prociie | volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE9238HX 115/230 0.14/0.07 7 3500 774 83 37
LKE9238MX 115/230 0.10/0.05 5 3000 67.9 6.2 33
LKE9238LX 115/230 0.06/0.03 4 2500 56.9 44 29
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LKE12025/12038-7 3N

LINKWELL®

ELECTRIC
LKE12025 120x120x25mm
Bearings: Sleeve or ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 140g
DIMENSION (mm)
L ‘ 105.0£0.3 |
— Pz S0
=SV
uPTO UK Roms —mnqn L &) - ; A,
IP68 caA C E S 84 = =<
Air Flow
Rated Air Air .
Current | Power | Speed | proccire | Volume | Noise
(A) (W) (RPM) (CFM) (mmH20) (dB)
LKE12025HB 115/230 0.16/0.08 7 2600 89.9 43 38
LKE12025MX 115/230 0.12/0.06 4 2200 762 33 88
LKE12025LX 115/230 0.10/0.05 3 1800 60.3 23 28
LKE12038-7 120x120x38mm
Bearings: Ball bearings Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 260g
DIMENSION (mm)
38.040.5 120.0£0.5
C ] i .0+0.3 i
S %\ %D 3@
Air Flow
upTo UK m —100*70
IP68 cA (€ EE &8 Rated Rated Power | Speed Air Air Noise
Voltage Current p Pressure | Volume
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE12038DB-7 115/230 0.26/0.13 18 4000 185.2 17.3 57
LKE12038HX-7 115/230 0.20/0.10 12 3500 160.1 131 53
LKE12038MX-7 115/230 0.16/0.08 8 3000 138.6 9.7 49
LKE12038LX-7 115/230 0.12/0.08 6 2500 114.9 6.8 44
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LINKWELL P LKE12038-5/15051

120x120x38mm LKE12038-5

Bearings: Sleeve or ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 360g

DIMENSION (mm)

38.0+0.5 120.0£0.5
240403 ‘ ‘ 105.0%0.3

H-HE
GRS L Pes &5 C€ EE [

3
4

Rotation

105.0+0.3
120.04£0.5

—>
AirFIOW 8-04.40.3,
Rated Rated Air Air .
m Voltage Current Power | Speed Pressure | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE12038DB-5 115/230 0.26/0.13 18 4000 139.3 1531 52
LKE12038HX-5 115/230 0.20/0.10 12 3500 1153 11.94 48
LKE12038MX-5 115/230 0.16/0.08 8 3000 106.8 9.04 45
LKE12038LX-5 115/230 0.12/0.06 6 2500 82.9 6.32 38
150x150x51Tmm LKE15051
Bearings: Sleeve or ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 750g
DIMENSION (mm)
50.040.5 150.0£0.5
| _2-4.0%03 1 +0.3
| B8-95.0£0.3,
Air Flow B w0 UK —_— 7
Rated Rated A A S s ( € = &
ate ate ir ir "
Voltage Curent | Fower | Speed | pociie | Volume | Noise
(V) (A) (W) (RPM) (CFMm) (mmH20) (dB)
LKET505THX 115/230 0.70/0.35 35 3500 2935 17.6 59
LKE15051MX 115/230 0.50/0.25 22 3000 242.8 12.8 51
LKE15051LX 115/230 0.36/0.18 16 2500 2054 9.2 44

141



LKE17251-A/17251-8 Y HN e

LKE17251-A 172x150x51mm

Bearings: Sleeve or ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 740g

DIMENSION (mm)

fadias 1720510
@&
" £ 7 N
H4 ’ H
—_— 8-04.5+03
UPTO S— -10 +70 Air Flow
IP6s cn C€ BB i)
Rated Rated Air Air .
Voltage Curent | Fower | Speed | poccire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKET725THX-A 115/230 0.70/0.35 35 3500 2935 17.6 59
LKET1725TMX-A 115/230 0.50/0.25 22 3000 242.8 128 51
LKET7251LX-A 115/230 0.36/0.18 16 2500 2054 9.2 44
LKE 17251-B 172x51mm
Bearings: Ball bearing Material: Impeller & Frame: Plastic (UL94-V/0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 7609
DIMENSION (mm)
S1.0£1.0 ®172.0£1.0
&
— HJ,L S % g [\ASAC \S i k
Ty UK RoMS ot — K
P68 cn (€ BE o —1 .
Air Flow
Rated Rated Air Air .
Voltage Current | Fower | Speed | pocsire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE17251HB-B 115/230 0.70/0.35 35 3500 2935 17.6 59
LKE17251MB-B 115/230 0.50/0.25 22 3000 2428 12.8 51
LKE17251LB-B 115/230 0.36/0.18 16 2500 2054 9.2 44
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LINKWELL®
ELECTRIC

a7 LKE20060/20572

200x200x60mm LKE 20060

Bearings: Ball bearing
Lead Wire: UL Type
Insulation level: Class B

Material: Impeller & Frame: Plastic (UL94-V0)
Working temperature: -10~70°C
Weight: 1300g

DIMENSION (mm)

02.00.

— I 166.0+0.3 |
] 7 5 N
i
—> \ -06,510 /
Air Flow UpPTO UK -10 +70
" " . . P68 can (€ BE g
ate ate ir ir .
Voltage Current | Fower | Speed | poccie | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE20060MB 115/230 0.80/0.40 45 2500 524.8 14.9 48
LKE20060LB 115/230 0.40/0.20 25 2000 423.6 9.7 50
205x205x72mm  LKE20572
Bearings: gs: Ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 1880g
DIMENSION (mm)
72.0+1.0 205+0.5
4.040.5 ‘ 17440.5 | 765 432 1
—7 37 S4E e
|
S V 8 8 Connection
—— o Diogram:
L : oL ae
naaaauaw%: ‘e, Ag'i giﬂ%@ EEéEN up1o UK Rol -10 +70
A S50 s Ipg can (€ EE g
—> 8-M6
Air Flow
Rated Rated Air Air .
Voltage Curent | Fower | Speed | pociie | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE20572HB 115/230 2.02/1.10 145 3600 963.4 42.1 73.7
LKE20572MB 115/230 1.60/0.80 95 3000 801.7 30.7 69.4
LKE20572LB 115/230 1.0/0.50 60 2500 644.1 212 65.0
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LKE22060/22580 Y HN e

LKE22060 220x60mm

Bearings: Ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 1350g

DIMENSION (mm)

600+03

12.0+0.

|
T
==
I
Rotation
—

212.040.5

—A
UpPTO — 10 +70 Air Flow
IP6s cn C€ BB i)
Rated Rated Air Air .
Voltage Current | Fower | Speed | poccire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE22060MB 115/230 0.80/0.40 45 2500 524.8 14.9 48
LKE22060LB 115/230 0.40/0.20 25 2000 423.6 9.7 50
LKE 22580 225x225x80mm
Bearings: Ball bearing Material: Impeller & Frame: Plastic (UL94-V/0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 2000g
DIMENSION (mm)
80.0+1.0 224.5+0.5
4.040.5 170+0.5
B | @N
i A )
= " o Connection
Diagrams
i /| 1L BROWN
L 2N BLUE
UPTO UK s L 7] “’% ﬁ% JPE ¢ GREEN
o
IPeg cn C€ BE gy — vy AR
Air Flow
Rated Rated Air Air .
Voltage Curent | Fower | Speed | pociire | Volume | Noise
(V) (A) (W) (RPM) (CFM) (mmH20) (dB)
LKE22580HB 115/230 2.02/1.10 145 3600 963.4 42.1 73.7
LKE22580MB 115/230 1.60/0.80 95 3000 801.7 30.7 69.4
LKE22580LB 115/230 1.0/0.50 60 2500 6441 212 65.0
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LINKWELL B KE25489/28080

254x89mm LKE 25489

Bearings: Ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 2100g

DIMENSION (mm)

©254.0£1
©$246.0+£0.3

89.5+1

100 g s
] 1l —
o= 1L BROWN
Sbe GhREEn
4.10v RED
5. PWM BLUE
6.GND : BLACK
7.FG ¢ YELLOW
Jj LAS Averoge
Air Flow ?
Rated Rated Air Air . i UK RoFS g
m Voltage Current | Power | Speed | p o | yolume | Noise IP68 cA CENES LS
(V) (A) (W) (RPM) (CFMm) (mmH20) (dB)
LKE25489HB 115/230 2.0/1.10 145 3200 11953 212 72.4
LKE25489MB 115/230 1.80/0.90 115 3000 1120.6 212 71
LKE25489LB 115/230 1.60/0.80 110 2800 1050.8 212 69.5
LKE25489H2B 220/240 1.10 145 3200 11953 212 72.4
LKE25489M2B 220/240 0.90 115 3000 1120.6 212 71
LKE2548912B 220/240 0.80 100 2800 1050.8 212 69.5
280x280x80mm LKE28080
Bearings: Ball bearing Material: Impeller & Frame: Plastic (UL94-V0)
Lead Wire: UL Type Working temperature: -10~70°C
Insulation level: Class B Weight: 2400g

DIMENSION (mm)

0.0+ 280.0+ 1
208.6+£0.3
g ( % 4 Sompeeer
i = 38 R,
3.PE GREEN
— &8 Bie
b 7RY L S upT0 UK — 10 +70
RoHS \
|P68 cAa ( E conpLANT &C&
Air Flow 8-Me
Rated Rated Air Air .
Voltage Current | Fower | Speed | poccie | Volume | Noise
) (A) (W) (RPM) (CFM) (mmH20) | (dB)
LKE28080HB 115/230 2.0/4.0 145 3200 14783 30.6 71.5
LKE28080MB 115/230 1.40/0.70 75 2500 1186.6 30.6 65.6
LKE28080LB 115/230 1.0/0.50 45 2000 951.0 21.0 60.2
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LK8025/8038-HP ZEIYY

LINKWELL®

ELECTRIC
LK8025 80x80x25mm
PARAMETER DIMENSION (mm)
Bearings: Sleeve or ball bearings et
Material: PBT7 fan blade 71.5%03 i (25205

upTO

IP68

LK8038-HP 80x80x38mm

q3

-20 +60

&

Motor life: 30,000h (Sleeve)/ 50,000h (ball)
Insulation level: Class A

Working temperature: -20~60°C

Weight: 72g

m Voltage Current
(V) (A)

LK8025L12B 12 0.15
LK8025L24B 24 0.08
LK8025M12B 12 0.30
LK8025M24B 24 0.15
LK8025H128B 12 0.45
LK8025H248B 24 0.25
LK8025H488B 48 0.10

80=0.5
71.5+0.3

Power

(W)
1.80
1.92
3.60
3.60
5.40
6.00
4.80

Speed
(RPM)

2500

3000

4000

Air
Flow

(CFM)

28.91

36.63

442

=

=

Noise

429

UPTO

IP68

148

Ce€

-20 +60

&

PARAMETER

Bearings: Sleeve or ball bearings

Material: PBT7 fan blade

Motor life: 30,000h (Sleeve)/50,000h (ball)
Insulation level: Class A

Working temperature: -20~60°C

Weight: 177.6g

m Voltage Current
(V) (A)
LK8038L12B-HP 12 0.50
LK8038L24B-HP 24 0.25
LK8038L48B-HP 48 0.12
LK8038M12B-HP 12 0.90
LK8038M24B-HP 24 0.45
LK8038H12B-HP 12 1.60
LK8038H24B-HP 24 0.80
LK8038H48B-HP 48 0.40

DIMENSION (mm)

80+0.5

71.5+03

80+0.5
71.5+0.3

Power

(W)
6.00
6.00
5.76
10.8
10.8
19.2
19.2
19.2

Speed

(RPM)

4000

6000

8000

Air
Flow

(CFM)

52.52

84.32

131

Noise

(dB)

42

573

69.5




LINKWELL®
ELECTRIC

NaTUR LK9225/9238-HP

92x92x25mm LK9225

PARAMETER

Bearings: Sleeve or ball bearings

Material: PBT 7 fan blade

Motor life: 30,000h (Sleeve)/50,000h (ball)
Insulation level: Class A

DIMENSION (mm)

Working temperature: -20~60°C
Weight: 1029

m Voltage Current Power Speed Fﬁ)"rN Noise o e 20 450
(V) (A) (W) (RPM) (CFMm) (dB) P68 &
LK9225L12B 12 0.15 1.80
LK9225124B 24 0.08 1.92 2500 50.66 33.6
LK9225148B 48 0.04 1.92
LK9225M12B 12 0.30 3.60
LK9225M24B 24 0.15 3.60 3500 60.25 40.9
LK9225M48B 48 0.12 5.76
LK9225H128 12 0.45 5.40
LK9225H24B 24 0.25 6.00 4500 72.79 453
LK9225H48B 48 0.12 5.76
92x92x38mm LK9238-HP
PARAMETER DIMENSION (mm)
Bearings: Sleeve or ball bearings ) 92+05 .
Material: PBT7 fan blade o 8203 .| @ 3805 |
Motor life: 30,000h (Sleeve)/50,000h (ball) 7] I
Insulation level: Class A g e r
Working temperature: -20~60°C _i
Weight: 2029
m Voltage Current Power Speed Fﬁal\r:v Noise Wi ( E 2060
() ™ (w) (RPM) M) | () P68 &
LK9238L12B-HP 12 0.50 6.00
LK9238L24B-HP 24 0.25 6.00 4000 82.04 37.0
LK9238L48B-HP 48 0.12 5.76
LK9238M12B-HP 12 0.90 10.8
LK9238M24B-HP 24 0.45 10.8 6000 123.05 55.6
LK9238M48B-HP 48 0.22 10.56
LK9238H12B-HP 12 1.60 19.2
LK9238H24B-HP 24 0.80 19.2 7500 164.07 74.0
LK9238H48B-HP 48 0.40 19.2
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LK12025/12038 o HN e

LK12025 120x120x25mm

PARAMETER DIMENSION (mm)
Bearings: Ball bearings

120+ 0.5 S
Material: PBT7 fan blade 105+ 0.3 ; N&w 25+0.5

|

Motor life: 50,000 h Iy
Insulation level: Class A

|

Working temperature: -20~60°C
Weight: 121.3g

120+ 0.5
105+ 0.3

W e 0450 m Voltage Current Power Speed F’[\g"N Noise
IP68 &8 ) () W) (RPM) €M) | (8
LK12025L12B 12 0.15 1.80
LK12025L248B 24 0.08 1.92 2000 49.21 28.6
LK12025L48B 48 0.04 1.92
LK12025M12B 12 0.30 3.60
LK12025M24B 24 0.15 3.60 2500 73.45 36.8
LK12025M48B 48 0.08 3.84
LK12025H128 12 0.45 5.40
LK12025H248B 24 0.25 6.00 3500 113.9 49.5
LK12025H488B 48 0.12 5.76

LK12038 120x120x38mm

PARAMETER DIMENSION (mm)
Bearings: Ball bearings
Material: PBT7 fan blade
Motor life: 50,000 h
Insulation level: Class A

Working temperature: -20~60°C
Weight: 301.5g

= = ~u
wio 2060 m Voltage Current Power Speed F’[\g"N Noise
pes C€ g ) o w) (RPM) | @)
LK12038L128B 12 0.35 4.20
1K12038124B 24 0.15 3.60 2500 97.91 415
LK12038L488B 48 0.08 3.84
LK12038M12B 12 0.80 9.60
LK12038M24B 24 0.30 7.20 3500 139.4 50.6
LK12038M48B 48 0.15 7.20
LK12038H128B 12 1.60 19.2
LK12038H248B 24 0.80 19.2 4500 167.2 56.6
LK12038H488B 48 0.40 19.2
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o [ e <ic WV LK12038-HP/15050

120x120x38mm LK12038-HP

PARAMETER DIMENSION (mm)
Bearings: Ball bearings
Material: PBT 9 fan blade
Motor life: 50,000 h
Insulation level: Class A

Working temperature: -20~60°C
Weight: 301.5g

120+0.5
105.3+0.3

Air

Voltage Current Power Speed it Noise o e 20 450
v o w) (RPM) ™ (B P68 &
LK12038L12B-HP 12 1.00 12.0
LK12038L24B-HP 24 0.50 12.0 3500 166.37 46.5
LK12038L48B-HP 48 0.30 14.4
LK12038M12B-HP 12 1.80 21.6
LK12038M24B-HP 24 1.00 24.0 4500 215.87 63.3
LK12038M48B-HP 48 0.50 24.0
LK12038H12B-HP 12 3.00 36.0
LK12038H24B-HP 24 1.20 28.8 5500 266.52 67.9
LK12038H48B-HP 48 0.80 38.4
150x150x50mm LK15050
PARAMETER DIMENSION (mm)
Bearings: Ball bearings oy
Material: PBT 5 fan blade . 122+0.5 5k r 515205 _
Motor life: 50,000 h [@f| 2 f) g
Insulation level: Class A |
Working temperature: -20~60°C
Weight: 700g ;
N
Voltage Current Power Speed Fﬁ)"rN Noise Wi 2050
(V) (A) W) (RPM) (CFM) (dB) IPeg C€ [
LK15050L128B 12 1.20 14.4
LK15050L24B 24 0.50 12.0 3000 238.8 54.7
LK15050L48B 48 0.30 14.4
LK15050M12B 12 1.60 19.2
LK15050M24B 24 0.80 19.2 3500 326.2 63.2
LK15050M48B 48 0.40 19.2
LK15050H12B 12 3.00 36.0
LK15050H24B 24 1.30 31.2 4500 402.3 70.0
LK15050H48B 48 0.80 38.4
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LK17251/20060 ZNYTTY

LINKWELL®

ELECTRIC
LK17251 172x150x51mm
PARAMETER DIMENSION (mm)
Bearings: Ball bearings
171+0.5
Material: PBT5 fan blade 51.5+05
Motor life: 50,000 h — @j
Insulation level: Class A
Working temperature: -20~60°C " B
Weight: 6559 ol i [
) 0
®
L
T e 20 450 m Voltage Current Power Speed F’[\g"N Noise
of
IP68 & (v o w) (RPM) M) | ()
LK17251L12B 12 1.20 144
LK17251124B 24 0.50 12.0 3000 238.8 54.7
LK17251L48B 48 0.30 14.4
LK17251M12B 12 1.60 19.2
LK17251M24B 24 0.80 19.2 3500 326.2 63.2
LK17251M48B 48 0.40 19.2
LK17251H128B 12 3.00 36.0
LK17251H24B 24 1.30 31.2 4500 402.3 70.0
LK17251H488B 48 0.80 38.4
LK20060 200x200x60mm
PARAMETER DIMENSION (mm)
Bearings: Ball bearings
Material: PBT5 fan blade L05205,
Motor life: 50,000 h 11
otor life ==
Insulation level: Class A
Working temperature: -20~60°C L t
Weight: 2400g s ';
29 r
vv {
Air ;
i ( E 20450 m Voltage Current Power Speed RO Noise
o
IP63 & (V) (A) (W) (RPM) (CFM) (dB)
LK20060L12B 12 2.00 24.0
LK20060L24B 24 0.80 19.2 2500 513.66 60.2
LK20060L48B 48 0.40 19.2
LK20060M12B 12 3.00 36.0
LK20060M24B 24 1.50 36.0 3000 616.4 65.8
LK20060M48B 48 0.80 38.4
LK20060H12B 12 4.50 54.0
LK20060H24B 24 2.50 60.0 3500 719.14 70.5
LK20060H48B 48 1.50 72.0
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LINKWELL WA LK20572/22060

205x205x72mm LK20572

PARAMETER DIMENSION (mm)

Bearings: Ball bearings

720+1.0 205+0.5

Lead Wire: UL Type 4.0£0.5 17420.5

v@
<

Insulation level: Class B
Working temperature: -10~70°C
Weight: 1800g

Material: Impeller: Plastic; Frame: Aluminum Alloy I

s
§-=(>
H
Rotation
P
D{g‘ %
)
o
SOFvLl
S0FS0T

Air Flow
Voltage Current Speed Air Al Noise E
m 9 P Pressure volume 'I’Bﬂes ( € ﬁ"cif
(V) (A) (RPM) (RPM) (CFM) (dB)

LK20572H12B 12 8.0 3000 30.7 801.7 69.5

LK20572H248B 24 5.0 3300 36.3 877.4 71

LK20572M24B 24 4.0 2700 23,7 684.2 66.9

LK20572L24B 24 3.0 2200 16.6 566.9 62

LK20572H48B 48 2.0 3300 35.9 870.2 71

LK20572M48B 48 1.50 2700 23.7 684.2 66.9

LK20572L48B 48 1.20 2200 16.6 566.9 62

220x60mm LK22060

PARAMETER DIMENSION (mm)

Bearings: Ball bearings 00t

Lead Wire: UL Type e

Material: Impeller: Plastic; Frame: Aluminum Alloy

Insulation level: Class B

Working temperature: -10~70°C

Weight: 1350g -

Air Flow
m Voltage Current Speed Préisrure Vo’i\l}'me Noise Wi 2060
V) (&) (RPM) (RPM) (CFM) (dB) IPeg CE€ |7

LK22060H12B 12 3.50 3000 20.4 676.1 68

LK22060M12B 12 2.80 2500 14.9 524.8 58

LK22060L12B 12 2.0 2000 9.7 423.6 50

LK22060H24B 24 2.0 3000 20.4 676.1 68

LK22060M24B 24 1.50 2500 14.9 524.8 58

LK22060L24B 24 1.0 2000 9.7 423.6 50

LK22060H48B 48 1.20 3000 20.4 676.1 68

LK22060M48B 48 0.80 2500 14.9 524.8 58

LK22060L48B 48 0.50 2000 9.7 423.6 50
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LK22580/25489-7 0N HN e

LK22580 225x225x80mm

PARAMETER DIMENSION (mm)

Bearings: Ball bearings
800+1.0 224.5+0.5

Lead Wire: UL Type Iﬂf =
Material: Impeller: Plastic; Frame: Aluminum Alloy [ y %

Insulation level: Class B

Working temperature: -10~70°C
Weight: 2000g

Rotation
e
£
GO0FG¥iT

—
iBHG " e ﬁ"fﬁn m Voltage Current Speed PreAslsrure vom:ne Noise
(V) (A) (RPM) (RPM) (CFM) (dB)
LK22580H12B 12 8.0 3000 30.7 801.7 69.5
LK22580H24B 24 5.0 3300 36.3 877.4 71
LK22580M24B 24 4.0 2700 23,7 684.2 66.9
LK22580L24B 24 3.0 2200 16.6 566.9 62
LK22580H48B 48 2.0 3300 35.9 870.2 71
LK22580M48B 48 1.50 2700 23.7 684.2 66.9
LK22580L48B 48 1.20 2200 16.6 566.9 62
LK25489-7 254x89mm
PARAMETER DIMENSION (mm)
Bearings: Ball bearings 0254041

89.5+1

©246.0+0.3

Lead Wire: UL Type
Material: Impeller: Plastic; Frame: Aluminum Alloy
Insulation level: Class B

Working temperature: -10~70°C
Weight: 2100g

Rotation

—
Air Flow
Air Air .
T c E 2 m Voltage Current Speed Pressure volume Noise
IP68 &%
(V) (A) (RPM) (RPM) (CFM) (dB)
LK25489H12B-7 12 8.0 2600 21.2 961.7 68
LK25489H24B-7 24 4.0 2600 21.2 961.7 68
LK25489M24B-7 24 2.0 2000 15.4 763.9 62
LK25489124B-7 24 0.80 1600 10.1 561.7 57
LK25489H48B-7 48 2.0 3000 21.2 1120.6 71
LK25489M48B-7 48 1.0 2800 21.2 1050.8 69.5
LK25489148B-7 48 0.60 2600 21.2 961.7 68
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LINKWELL W 1K25489-3/28080

254x89mm LK25489-3

PARAMETER DIMENSION (mm)

Bearings: Ball bearings

Material: PBT 3 fan blade ~ 9005 -

N
. 375202 = .
Motor life: 50,000 hours = <
0254+0.5 gl
Insulation level: Class A
024603

Working temperature: -20~60°C

Weight: 2600g 16-040.2

m Voltage Current Power Speed Fﬁ)i‘rN Noise i 20 +60
Ipes C€ [
(v) (A) (W) (RPM) (CFM) (dB)
LK25489L12B-3 12 35 42
LK25489124B-3 24 1.5 36 2000 20 638
LK25489L48B-3 48 0.8 38.4
LK25489M24B-3 24 37 88.8 3000 %ot 73
LK25489M48B-3 48 1.9 91.2
LK25489H24B-3 24 7.8 187.2 4000 1321 90
LK25489H48B-3 48 4.0 192
280x280x80mm LK28080
PARAMETER DIMENSION (mm)
Bearings: Ball bearings 80.04 1 280,021
Lead Wire: UL Type 2R0E03
Material: Impeller: Plastic; Frame: Aluminum Alloy ;
Insulation level: Class B i
Working temperature: -10~70°C 5 gy
Weight: 2400g il 3 ( il
— .
N
—_—> gove D
Air Flow
m Voltage Current Speed Préisrure Voﬂrm e Noise T Ce 2
(V) (A) (RPM) (mmH20) (CFM) (dB) kb &
LK28080H12B 12 8.0 2600 30.6 996.0 66.7
LK28080H24B 24 5.0 2800 306 1318.1 68.3
LK28080M24B 24 4.0 2600 30.6 1235.1 66.7
LK28080L24B 24 3.0 2200 254 1047.2 63
LK28080H48B 48 2.0 3000 30.6 1422.2 70.3
LK28080M48B 48 1.50 2800 30.6 1318.1 68.3
LK28080L48B 48 1.20 2600 30.6 1235.1 66.7
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EXTERNALSIZE 133x4Tmm

Motor structure: outer rotor motor 72mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F (IEC61858 standard)
IP level: IP44
Weight: 0.66Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

-25 +15

P44 CE o

SPECIFICATION

Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFMm) (m/h) (dB)

50 0.22 49 2740 171 290 56
C2S-133.41A 115

60 0.25 53 3230 203 345 60

50 0.11 24 2750 171 290 56
C2E-133.41A 230

60 0.13 27 3200 203 345 60

50 0.51 38 2650 162 275 55
(€25-133.41C 115

60 0.42 35 3100 195 331 68

50 0.25 36 2650 162 275 55
C2E-133.41C 230

60 0.20 34 3100 195 331 68

DIMENSION (mm)
Air uide i
. BES irguide ring
53.1
2|
%]
o 9 O > b
B e &
2l e
~
R S 2
N -
41 4 N o
50.6 \ Fanand air guide
* /’ Ring mounting spacing
N /
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EXTERNALSIZE 175x42mm

Motor structure: outer rotor motor 72mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F(IEC61858 standard)
IP level: IP44
Weight: 0.85Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

LINKWELL®

ELECTRIC

-25 +75

P44 CE€E |y
SPECIFICATION
Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3h) (dB)
50 0.50 50 2600 289 490 63
C25-175.428 115
60 0.46 52 3000 336 570 69
50 0.25 49 2600 289 490 63
C2E-175.42B 230
60 0.23 51 3000 336 570 68
50 0.68 54 2400 254 430 61
(25-175.42C 115
60 0.62 52 2500 265 450 62
50 0.34 55 2400 254 430 61
C2E-175.42C 230
60 0.30 53 2500 265 450 62
DIMENSION (mm)
68.8 LA, Air guide ring |
58.6 |
— hV7%
D’ Ie A
| 20] 4’ e
iy ) 1R Mals I
NN 2 o / NS M
EE & : S ‘
4 e
T .

42 |
62.6

s, Fanand air guide
; Ring mounting spacing
!
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EXTERNALSIZE 190x45mm

Motor structure: outer rotor motor 92mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F (IEC61858 standard)
IPlevel: IP44
Weight: 1.27Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

-25 +15

P44 CE o

SPECIFICATION

Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m/h) (dB)
50 0.62 60 2500 336 570 62
(2S-190.45A 115
60 0.65 70 2700 366 620 64
50 0.28 65 2500 336 570 62
C2E-190.45A 230
60 0.33 75 2700 366 620 64
50 0.17 61 2500 336 570 62
C2D-190.45A 400
60 0.19 72 2700 366 620 64
50 0.13 27 1400 182 310 48
C4E-190.45A 230
60 0.12 27 1600 212 360 51
DIMENSION (mm)
70
Air guide ring
1 14

D27
|
1
©91.6

®133.1
190

!
T
I
®170

©125.5

-

Ring mounting spacing

45
62.7 2
1 I‘\\ Fan and air guide
k
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EXTERNALSIZE 220x44mm

Motor structure: outer rotor motor 92mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F(IEC61858 standard)
IPlevel: 1P44
Weight: 1.80Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

LINKWELL®

ELECTRIC

-25 +75

P44 CE€ o
SPECIFICATION
Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3h) (dB)
50 0.95 98 2600 528 896 72
(25-220.448B 115
60 1.10 120 2950 590 1000 74
50 0.46 98 2580 525 890 72
C2E-220.44B 230
60 0.51 118 2950 590 1000 74
50 0.29 100 2600 528 896 72
C2D-220.448 400
60 0.35 125 3000 600 1020 74
50 0.23 48 1450 295 500 62
C4E-220.44B 230
60 0.24 58 1650 336 570 65
DIMENSION (mm)
71
Air guide ring
20.5
s 22
\ p“oy
o o o
/ s
\\‘
laa.5 f 1
64.1~ \\

Fan and air guide
Y Ring mounting spacing
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EXTERNALSIZE 225x63mm

Motor structure: outer rotor motor 92mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F (IEC61858 standard)
IPlevel: IP44
Weight: 2.30Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

-25 +15

P44 CE o

SPECIFICATION

Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3/h) (dB)
50 1.18 130 2650 708 1200 69
(2S5-225.63C 115
60 1.53 168 2950 791 1340 71
50 0.62 135 2650 708 1200 69
C2E-225.63C 230
60 0.77 170 2950 791 1340 71
50 0.34 130 2500 708 1200 69
(C2D-225.63C 400
60 0.44 170 2700 791 1340 71
50 0.30 65 1480 419 710 61
C4E-225.63C 230
60 0.37 80 1650 483 818 63
DIMENSION (mm)
222 Air guide ring

N

35

D27
D®9?
®154
D226

D146
®223

Fan and air guide
Ring mounting spacing
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EXTERNALSIZE 250x56mm

Motor structure: outer rotor motor 72mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F(IEC61858 standard)
IP level: IP44
Weight: 2.90Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

-25 +75

P44 CE o

SPECIFICATION

m Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3h) (dB)
50 1.38 155 2600 856 1450 74
(25-250.56A 115
60 1.90 208 2800 897 1520 76
50 0.70 152 2550 856 1450 74
C2E-250.56A 230
60 0.93 205 2750 897 1520 76
50 0.64 70 1400 478 810 61
C4S5-250.56B 115
60 0.81 89 1600 548 930 64
50 0.32 70 1450 484 820 61
C4E-250.56B 230
60 0.39 88 1650 559 940 64
DIMENSION (mm)
98.5 Air guide ring

23
——

lw
U

45

~N o - -
8 © 2 o
a 1 &
— ° -
56
83.3 =2

y ~. Fanandairguide
! Y Ring mounting spacing
|
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EXTERNALSIZE 280x5Tmm

Motor structure: outer rotor motor 92mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F(IEC61858 standard)
IPlevel: IP44
Weight: 1.27Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

-25 +15

P44 CE o

SPECIFICATION

m Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3/h) (dB)
50 1.03 230 2550 1174 1990 72
C2E-280.51C 230
60 1.30 305 2700 1245 2110 75
50 0.48 110 1400 649 1100 63
C4E-280.51C 230
60 0.64 145 1650 760 1290 65
50 0.98 115 1400 649 1100 63
(4S5-280.51C 115
60 1.27 145 1650 760 1290 65
DIMENSION (mm)
93
90.5
35 Air guide ring
Kf
2,
45 |
~ Al & v
Vi i £l 8
)
2 1

Fan and air guide
Y Ring mounting spacing
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EXTERNALSIZE 316x102mm

Motor structure: outer rotor motor 102mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F(IEC61858 standard)
IP level: IP44
Weight: 3.80Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

25 +75

P44 CE y

SPECIFICATION

m Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3h) (dB)
50 0.50 110 1360 1250 2120 59
C4E-315.101 230
60 0.65 150 1540 1390 2370 62
50 0.62/0.33 136 1380 1250 2120 59
C4ED-315.101 230/400
60 0.58/0.32 137 1600 1390 2370 62
50 1.18 130 1370 1250 2120 59
C45-315.101 115
60 1.52 170 1550 1390 2370 62
50 0.32 68 940 826 1400 48
C6E-315.101 230
60 0.37 83 1100 968 1640 54
DIMENSION (mm)
159 Air guide ring
117 29 275

*U\
JiL

T

®102
®©217.8
D316.5

D206
®300

7
i

2
—T‘—

> - h Fan and air guide g

\

\,

| Ring mounting spacing

101.5
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EXTERNALSIZE 355x60mm

Motor structure: outer rotor motor 102mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F (IEC61858 standard)
IP level: IP44
Weight: 3.90Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

P44 CE [

SPECIFICATION

m Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3/h) (dB)
50 0.46 105 1400 1091 1850 63
C4E-355.60 230
60 0.63 145 1600 1247 2115 66
50 0.62/0.33 136 1400 1091 1850 63
C4ED-355.60 230/400
60 0.58/0.32 137 1600 1247 2115 66
50 0.32 68 940 649 1240 45
C6E-355.60 230
60 1.37 83 1100 760 1450 52
DIMENSION (mm)
130 R
76 3% . Air guide ring
i
35 o S
- .? :‘1 rvms ~ 8
S ol o o § T %
e} \«\’\ —~
160 _

~. Fanandairguide
! Ring mounting spacing
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EXTERNALSIZE 355x95mm

Motor structure: outer rotor motor 102mm
Safety: thermal protection
Operating system: high-precision double ball bearing
Withstand voltage: AC 1800V, at 0.5mA, 50/60Hz
Allowable ambient temperature and humidity: -25~+75°C
10%~+80%°F
Insulation level: F(IEC61858 standard)
IP level: IP44
Weight: 4.70Kg
Material: Fan blade: PAnylon, 7 blades
Bearing: NSK ball bearing
Motor life: 60000 hours at 25°C

LINKWELL®

ELECTRIC

25 +75

P44 CE€ [
SPECIFICATION
m Voltage Frequency Current Input power Speed Airvolume Noise
(V) Hz (A) (W) (RPM) (CFM) (m3/h) (dB)
50 0.80 175 1400 1522 2580 65
C4E-355.95 230
60 1.00 250 1600 1735 2940 69
50 0.76/044 166 1400 1522 2580 65
C4ED-355.95 230/400
60 0.75/0.43 225 1600 1735 2940 69
50 0.29 65 910 1003 1700 54
C6E-355.95 230
60 0.37 85 1050 1115 1890 57
DIMENSION (mm)
162 Air guide ring
110 3 _3.0_
)
48 o @
-H8— 2 5 &
ol o & a 2
5 P
AN s
-

95 |
\ ,
=~ Fanandairguide

! ) Ring mounting spacing
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