








» MECHANICAL DIAPHRAGM DOSING PUMP » MECHANICAL DIAPHRAGM DOSING PUMP m

JVR Mechanical Diaphragm Dosing Pump JVD Mechanical Diaphragm Dosing Pump
In order to meet user’ s needs on metering pump products, the user should @ Standard : pump head-PVC, The main parts of mechanical diaphragm metering pump are made of precision casting and numerical control processing.
provide the following parameters as far as possible when choosing and ordering: motor—380V 50Hz: The structural design of the liquid receiving end ensures that the pump will not leak during operation. The material of the
A: Liquid F: specific gravity; ’ driving parts is sturdy and durable.
B: Flow rate (L/H): G: Solid content: Option: Pump Head 304. 316. PTFE Due to the compact design, The equipment is easy to operate. Liquid flow can be easily adjusted by flow adjusting knob, and
C: System pressure (Mpa); H: Automatic (manual) control mode; 420V, 220V and 110V motors
D: Medium temperature (C) 1: External control signal type; are available. ®Standard: Pump Head PVC Motor 380V 50Hz
E: Transport medium viscosity (CP); Explosion—proof motor, frequency @®Option: Pump Head 304. 316. PTFE.

conversion motor; Motor 420V. 220V. 110V.

EX-Proof Motor. Variable Frequency Motor
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¢ Performance Parameters
MODEL Max Flow rate Max PressureStroke Speed Motor Powers Connections Weight
(LH) (Mpa) (SPM) (W) (mm) (KG)
JVR 25/1.0 25 1.2 48 0.37 4410 « Performance Parameters
D:14 . .
Max Flow rate Max PressureStroke Speed Motor Powers Connections Weight
JVR 50/1.0 50 1.2 48 0.37 PE Hose MODEL (L/H) (Mpa) (spMp) (W) (mm) (K(g;)
JVR 80/0.7 80 0.7 96 JVD 380/1.0 380 1.0 48
22 0.75
JVR 120/0.7 120 0.7 96 JVD 500/1.0 500 1.0 96
0.37
JVR 170/0.7 170 0.7 96 DN15 JVD 650/0.7 650 0.7 96 DN25 40
JVR 240/0.7 240 0.7 96 JVD 850/0.5 850 0.5 144 1.1
JVR 320/0.5 320 0.5 144 JVD1000/0.4 1000 0.4 144
JVR 420/0.5 420 0.5 144 0.55 28 JVD1400/0.3 1400 0.3 144
DN25 1.5 DN40 50

JVR 500/0.5 500 0.5 144 JvD1800/0.3 1800 0.3 144
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DJ-X2 Mechanical Diaphragm Dosing Pump 2JVD Mechanical Diaphragm Dosing Pump
® Standard: Pump Head PVC Motor 380V 50Hz

® Productfeatures * Material ®Option: Pump Head 304. 316. PTFE.

- Flow Rate: 0-240L/H - Pump Head: SUS304, SUS316,PVC, PTFE Motor 420V 220V, 110V

- Pressure: 0-0.8MPA  Diaphrgm: PTFE EX-Proof Motor. Variable Frequency Motor

- Moto Power: 370W, 220V/380V, 50/60Hz - Non-returning valve: SUS304, SUS316, PVC, PTFE

- Motor Protection: IP54,IP55 - Valve Ball: Zirconia , SUS304, SUS316, ceramic
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¢ * Performance Parameters
90 1160
Max Flow . )
Max PressureStroke SpeedMotor Powers Connections Weight
= MODEL e (Mpa) (SPM) (KW) (mm) (KG)
2JVD 1300/0.5 1300 0.5
2JVD 1700/0.5 1700 0.5 127 DN25 70
e Performance Parameters
2JVD 2000/0.4 2000 0.4
MODEL Max Flow rate Max PressureStroke SpeedMotor Powers Connections Weight
(LH) (Mpa) (SPM) (W) (mm) (KG)
DJ-X250/1.2 50 1.2 410 2JVD 2800/0.3 2800 0.3 1.5
48 D:14
DJ-X2100/1.0 100 1.0 PE Hose
2JVD 3600/0.3 3600 0.3 DN40
DJ-X2160/0.7 160 0.7 ; s
0.37 30 95
DJ-X2240/0.6 240 0.6 2JVD 4800/0.3 4800 0.3
96 DN15
DJ-X2350/0.4 350 0.4
2JVD 5800/0.3 5800 0.3 DN50

DJ-X2480/0.4 480 0.4



m Principle & Structure

The heart of the liquid end in a plunger metering pump is a
highly resistant piston made from coated stainless steel. As
soon as the plunger is moved into the dosing head, the
suction valve closes and the feed chemical flows out of the
dosing head through a discharge valve. When the plunger
moves in the opposite direction, the discharge valve closes
due to the negative pressure in the dosing head. Fresh feed

® Main technical data

- Flow range: 0.8-29000L/H

- Max Pressure: 50MPa

- Metering reproducibility: *1%
- Fluid viscosity: 0-800mm®/s

- Fluid temp: 450C

® Model Example

Dz -X -20.8
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» PLUNGER METERING PUMP

DZ—-X Plunger Metering Pump

®Standard: Pump Head PVC Motor 380V 50Hz
®Option: Pump Head 316. EX-Proof Motor. Variable Frequency Motor
Motor 420V. 220V. 110V

¢ Performance Parameters

MODEL
Max pressure
Max folw rate DZ-X2/50(38)
Series DZ-X3/32(21)

Plunger type

DZ-X5/20(13)

PLUNGER METERING PUMP

Quality, Expertise,Innovation, Reliability.

Agriculture, Chemicals, Oil & Gas, Industry, Water

Dashan Logo
DZ-X 8/14(9)

DZ-X15/7.6(5.4)
DZ-X 25/5.0(3.5)
DZ-X 38/5.0(3.2)
DZ-X55/3.2(2.2)
DZ-X75/2.5(1.7)
DZ-X100/2.0(1.3)
DZ-X130/1.6(1.1)
DZ-X155/1.3(0.9)
DZ-X190/1.0(0.7)

DZ-X220/0.7(0.5)

Max Flow

rate

(LH)
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» PLUNGER METERING PUMP
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Motor Powers(W) Plunger S
roke . :

: Stroke Rate Connections  Weight
0.37kw  0.55kw d'a,?rﬁt)er I(erggsf; (SPM) (mm) (KG)
Max Pressure(Mpa)

38 50 6
21 32 8
13 20 10

6
9.0 14 12 welding 40
5.4 7.6 16
8.0 5.0 20
3.2 5.0 20

20 96/144

2.2 3.2 25

10
1.7 2.5 28 welding 15
1.3 2.0 32
1.1 1.6 35
0.9 1.3 38 15 45
0.7 1.0 42 welding
0.5 0.7 45
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DZ-X2 Plunger Metering Pump DZ-Z Plunger Metering Pump

@ Standard: Pump Head 304 Motor 380V 50Hz
@®Option: Pump Head 316. 316L. EX-Proof Motor. Variable Frequency Motor
Motor 420V. 220V. 110V
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¢ Performance Parameters ¢ Performance Parameters
Motor Powers(W Motor Powers(W
MODEL M(a% Ec))w — 0.5(5'()W dﬁ;lﬁr?]% l(setna‘;;t‘ﬁ Str(oskg NIT)ate Con(rrfrc;t)ions V\(/Eig;\t VIODEL M (a{a/ ’:EC;W — 0.7(5k)w dﬁ%&‘g% l(setnacé:]t(ﬁ Str?sl(lghﬂthe Cor}rrfrﬁ;ons V\(Iﬁi(g;?t
Max Pressure(Mpa) Max Pressure(Mpa)
DZ-X2 4/50(38) 4 38 50 6 DZ-Z 6/40(32) 6 32 40 8
DZ-X2 6/32(21) 6 21 32 8 DZ-Z 10/25(20) 10 20 25 10
DZ-X2 10/20(13) 10 13 20 10 DZ-Z 15/20(15) 15 15 20 12 wel?iing 42
DZ-X2 16/14(9) 16 9.0 14 12 Welging 40 DZ-Z 25/10(8.0) 25 8.0 10 16
DZ-X2 30/7.6(5.4) 30 5.4 7.6 16 DZ-Z 40/6.3(5.4) 40 5.4 6.3 20
DZ-X2 50/5.0(3.5) 50 3.5 5.0 20 DZ-Z 65/4.5(3.5) 65 3.5 4.5 25
DZ-X2 76/5.0(3.2) 76 3.2 5.0 20 DZ-Z 80/3.6(2.8) 80 2.8 3.6 28 10
DZ-X2 110/3.2(2.2) 110 2.2 3.2 25 0 vortas DZ-Z 110/2.8(2.0) 110 2.0 2.8 32 welding °
DZ-X2 150/2.5(1.7) 150 1.7 2.5 28 We?c(i)ing 15 DZ-Z130/2.3(1.7) 130 1.7 2.3 35 2 %
DZ-X2 200/2.0(1.3) 200 1.3 2.0 32 DZ-Z160/2.0(1.5) 160 1.5 2.0 38 50
DZ-X2 260/1.6(1.1) 260 141 1.6 35 DZ-Z 190/1.6(1.2) 190 1.2 1.6 42 15 50
DZ-X2 310/1.3(0.9) 310 0.9 1.3 38 15 45 DZ-Z 210/1.4(1.0) 210 1.0 1.4 45 welding 55
DZ-X2 3801.0(0.7) 380 07 1.0 42 Wil DZ-Z 2701.1(0.8) 270 0.8 11 50 50
DZ-X2 440/0.7(0.5) 440 0.5 0.7 45 DZ-Z 330/0.9(0.6) 330 0.6 0.9 55
DZ-Z 400/0.8(0.5) 400 0.5 0.8 60 Welzé)ing 55

DZ-Z 470/0.6(0.4) 470 0.4 0.6 65
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DZ—-ZR Plunger Metering Pump DZ-D Plunger Metering Pump

@ Standard: Pump Head 304 Motor 380V 50Hz
@ Option: Pump Head 316. 316L. EX-Proof Motor. Variable Frequency Motor
Motor 420V, 220V. 110V
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— - 2 ¢ Performance Parameters
JEIEH Stroke Plunger 3 ]
170 Max Flow rate Max Pressure Stroke Rate Motor Powers . Connections  Weight
205 T MODEL (LH) (Mpa) — Enath T sPm) (W — dameter = mm) (KG)
640
DZ-D 18/50 18 50 4 10
DZ-D 18/40 18 40 3 10
DZ-D 25/45 25 45 4 12 -
DZ-D 25/35 25 35 3 12
DZ-D 50/38 50 38 4 16
¢ Performance Parameters B A=DISiEn 50 30 3 16
DZ-D 85/28 85 28 4 20
Motor Powers(W) DZ-D 85/20 85 20 3 20
Max Flow Plunger Stroke . .
MODEL rate 1 1kw 4.5kw  diameter  length Str%‘g,v'?f‘te C"”(rr‘r?r‘fqt)'ms V\(’E'g;‘t DZ-D 135/18 135 18 4 25
(LH) Max Pressure(Mpa) ~ (Mm) (mm) DZ-D 135/12 135 12 3 25 5
DZ-ZR 6.5/50(40) 6.5 40 50 8 B?B ;88;;1 ;88 181 ‘3‘ 28
6 —_
DZ-ZR 16/40(30) 16 30 40 12 welding 80 D7Z-D 270/8 570 8 A -
DZ-ZR 32/22(16) 32 16 22 16 DZ-D 270/6 270 6 3 35
DZ-ZR 50/14(10) 50 10 14 20 DZ-D 365/6.3 365 6.3 4 40
DZ-ZR 80/9.0(6.3) 80 6.3 9.0 25 10 86 bZ=bis6s.alh 365 415 3 40
welding DZ-D 570/4 570 4 127 4 50
DZ-ZR 100/7.5(5.0) 100 5.0 75 28 DZ-D 570/3 o 3 40 B = 2 50
DZ-ZR 130/5.6(4.0) 130 4.0 5.6 32 DZ-D 700/3.5 700 3.5 4 55
DZ-ZR 160/4.8(3.5) 160 35 4.8 35 Dz-D 700/2.5 700 2.5 3 55
DZ-D 830/3 830 3 4 60
- 0(2. 1 2. 4.
DZ-ZR 190/4.0(2.8) 90 8 0 38 30 871132 15 % Sy —— o 53 3 60
DZ-ZR 225/3.2(2.4) 225 2.4 3.2 42 welding DZ-D 150/2.3 1150 53 A i
DZ-ZR 265/2.8(2.0) 265 2.0 2.8 45 DZ-D 1150/1.5 1150 1.5 3 70 .
DZ-ZR 330/2.3(1.6) 330 1.6 2.3 50 B?B 1288;12 5 1288 123 ;1 28
DZ-ZR 400/1.8(1.4) 400 1.4 1.8 55 e 1900 e . %
DZ-ZR 480/1.6(1.2) 480 1.2 1.6 60 20 o DZ-D 1900/0.8 1900 0.8 3 90
DZ-ZR 550/1.3(1.0) 550 1.0 1.3 65 flange DZ-D 2100A.2 2100 1.2 4 95 32
DZ-ZR650/1.2(0.8) 650 0.8 1.2 70 DZ=DLZIN0 o £ 2 £
DZ-D 2350/0.8 2350 0.8 4 100
DZ-ZR 750/1.0(0.6) 750 0.6 1.0 75 28 B7-D 2350/0.6 - - / hee
DZ-ZR 1000/0.5 1000 0.5 0.8 80 2reE - DZ-D 2850/0.5 2850 0.5 4 110 40
DZ-ZR 1200/0.7 1200 0.4 0.7 85 32 10 32 DZ-D 3500/0.8 3500 0.8 155 4 110
DZ-ZR 1500/0.5 1500 03 05 95 flange 85:3 j?gg//g-g i?gg 8'2 j Eg
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