SH On-line Liquid Concentration Sensor

(1 MSDR-SH20-C
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SH20-C Dome series products are all stainless steel housing, suitable for
narrow measuring range,high measuring accuracy occasions.dome
series products are new products customized and developed by
Linghang Lijia,with self-cleaning function,with a special flow pool,can
avoid the attachment of impurities and bubbles in the liquid,improve the
sensor's anti-fouling and anti-bubble ability.

Product Parameter

Detection Window ~—
Brix 0.0 ~ 30.0% Brix 0.1%
Measure Resolution
Range Rl 1.3330~1.3812 Ratio RI 0.0001
Temperature -20°C~100°C Temperature 0.1°C
. Environment
Brix +0.1% Temperature 0.0~ 60.0°C
Measurement Sample
Measuring principle Accuracy Rl +0.0002 \(olume Submerged Measurement
o Withstand
High Refractive Index Situation TEmperatUre +0.5°C Pressure TMPa
LED Light Source m | B - <
o R s g Measuring| Measure once in 1 seconds | Protection .
" e oo T Een o Measuring Part P67
ight and Sh
Optical Fiber —» C g cconr Installation| Thread, flange, chuck, etc. Support customization.
Crtcatangle) 2 Analogue Output: 4~20mA correspond to brix concentration
Fully Reflected Ray 0.0~30.0% (Support Customization)
The contact surface Output | Digital Output: RS485

between the solution
| and the probe prism

Pipes for materials to
be tested




