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Features 

Codaca newly launched 2-in-1 vehichle-grade inductor for digital amplifier VSD series. VSD Series use 
low-loss core materials and oxygen-free copper wire to achieve low distortion and high sound quality, 
featuring low core loss, low DC resistance, and high saturation current. The magnetic shielding structure 
enhances the anti-electromagnetic interference performance. The 2-in-1 structure design significantly 
reduces the PCB mounting area and meets the miniaturization program design requirements for 
automotive electronic products. 
 
The VSD series currently developed VSD0808BH, VSD0910C, VSD1013C three series, inductance value 
range of 3.30 ~ 10.0 μH, saturation current range of 4.00 ~ 15.2 A, operating temperature -55 ℃ ~ +155 ℃. 

Aar Stereo Multimedia Speaker Home Theater Systems 

2 in 1 construction saves PCB 
mounting area 

Wide temperature and low power 
consumption material, low core loss 

Magnetic shielded structure, excellent 
resistance to electromagnetic interference 

Improving sound quality by using 
Oxygen Free Copper(OFC) wire 

Digital Amplifier 

General Description 

Applications 

2-in-1 Vehicle-Grade Inductor for Digital 
Amplifier VSD Series 

Optimized design for low noise and high sound quality 

Wide temperature and low power consumption material, low core loss 

Compliant with AEC-Q200 standard (-55°C~+155°C) 

https://codaca.com/en?redirect=en
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Inductor for Digital Amplifier 
VSD Series 

Electrical Characteristics  

Product Dimensions (mm) 

Current Curve 

VSD0808BH Saturation Current VSD0808BH Temperature Rise Current 

Learn More 
AEC-Q200
-55~+155℃

VSD0808BH Series 

Part No. Inductance 
(μH) 

D.C.R. 
(mΩ) 

Saturation  
current (A) 

Temperature 
rise current (A) 

Size 
LxWxH(mm) 

VSD0808BH  3.30~10.00 10.8~20.5 4.00~10.2 5.00~6.20 8.80X8.00X9.80 

VSD0910C   3.30~10.00 7.70~24.5 6.10~10.6 4.70~8.50 10.0X9.00X10.5 

VSD1013C   3.30~10.00 5.70~15.5 8.50~15.2 5.80~11.3 13.0X10.5X11.5 
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https://codaca.com/en?redirect=en
https://www.codaca.com/Productsctr_VSD0808BH.html
https://www.codaca.com.cn/Productsctr_VSD0808BH.html
https://www.codaca.com/Productsctr_VSD0910C.html
https://www.codaca.com.cn/Productsctr_VSAD0880.html
https://www.codaca.com.cn/Productsctr_CPEX2017S.html
https://www.codaca.com/Productsctr_VSD1013C.html
https://www.codaca.com.cn/Productsctr_VSD1013C.html
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